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Triple Lock® Smoothcore™ 
All Fuels Chimney Liner
• Eliminates the turbulence that’s inherent with
 corrugated liners, improving draft
• Resists corrosive attack by not impeding the 
 flow of condensate down the liner and less
 opportunity for soot to accumulate 
• Patented Triple-Lock® design won’t pull apart
 during installation, or under extreme heat
 conditions
 Proprietary 316TI Plus Titanium stainless steel ensures 
 indefinite service life and safety in containing creosote
 fires. cULus tested and listed by UL to UL1777 
 and ULC S635

Smoothcore™ Triple Lock®



Note: 
This style tee is to be used with Z-Flex flexible liner. Refer to rigid tee for use with rigid 
liner or when stacking two tees together. 3” and 10” nose spouts are not removable.

Kit must be insulated for wood burning applications.

Insulating Blanket with
Wrap and Gear Clamps

Order No: 2INSKIT — — — —
 (dia) (lgth)

Flex Ready Pellet Tee with 
3” branch

Order No: 2ZPT43

Smoothcore 
All Fuel Stainless Steel Kit

®
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Smoothcore Kit Includes:
Smoothcore Stainless Steel Liner 
Chimney Flashing
Rain Cap
Z-Lok Tee
Part No.: 2ZFSCKIT 
Dia.:____ | Lgth.:____ 
Dia.: 5”-8”  |  Lengths: 50’

Smoothcore™ Flex Liner

Order No: 2ZLSCXX_ _

Z-Lok Tee

Order No: 2ZFTJ — —
 (dia)


